57 PREFIX DELAYED ACTION
80 SERIES EXIT DEVICE
INSTRUCTIONS

For installation assistance call SARGENT at 1-800-727-5477 • www.sargentlock.com

A. MOUNTING INSTRUCTIONS*

1. MOUNT EXIT DEVICE PER INSTRUCTION SHEET PROVIDED.
2. PROVIDE A 3/8" DIA. MIN. RACEWAY TO ALLOW INSERTION OF ELECTRICAL WIRES RUNNING BETWEEN DELAYED ACTION CIRCUIT BOARD AND ELECTRIC HINGE.
3. WIRING INSTRUCTIONS (SEE WIRING DIAGRAM FOR NECESSARY INFO)

*NO FIELD RAIL CUTOFF ALLOWED. EXIT DEVICE MUST BE ORDERED FOR SPECIFIC DOOR WIDTH.

B. OPERATING INSTRUCTIONS

1. DELAYED EGRESS MODE (START-UP)
   ROTATE KEY FULLY CLOCKWISE TO INITIATE DELAYED EGRESS MODE. REVERSE ROTATION OF KEY TO REMOVE IT FROM CYLINDER. AFTER APPROXIMATELY 5 SECONDS, THE EXIT DEVICE WILL RESET TO THE DELAYED EGRESS MODE. THE GREEN INDICATOR WILL ILLUMINATE. THE AUXILIARY LOCK (ELECTRO-MAGNET) WILL BECOME ENERGIZED AND THE EXIT DEVICE WILL BECOME ARMED. AN ATTEMPT TO EGRESS BY DEPRESSING THE PANIC BAR WILL INITIATE AN IRREVERSIBLE PROCESS WHERE AN ALARM WILL SOUND INTERMITTENTLY AND THE RED INDICATOR WILL FLASH. THE AUXILIARY LOCK WILL STAY ENERGIZED FOR 15 SECONDS IN CONFORMANCE WITH NFPA 101. IN 15 SECONDS THE GREEN INDICATOR WILL EXTINGUISH, THE RED INDICATOR WILL ILLUMINATE AND THE AUXILIARY LOCK WILL DE-ENERGIZE ALLOWING EGRESS AS IN CONVENTIONAL PANIC BOLT EXIT. THIS CONDITION WILL CONTINUE UNTIL IT IS RESET BY ROTATING THE KEY CLOCKWISE TO RESET OR INITIATE THE DELAYED EGRESS MODE.

2. MAINTAINED EGRESS MODE
   ROTATE KEY FULLY COUNTER-CLOCKWISE TO INITIATE MAINTAINED EGRESS MODE. REVERSE ROTATION OF KEY TO REMOVE IT FROM CYLINDER. THE RED INDICATOR WILL ILLUMINATE. THE AUXILIARY LOCK (ELECTRO-MAGNET) WILL DE-ENERGIZE INDEFINITELY AND THE EXIT DEVICE WILL FUNCTION NORMALLY WITHOUT TRIGGERING AN ALARM OR REQUIRING A DELAY PERIOD.

3. MOMENTARY EGRESS
   ROTATE KEY FULLY CLOCKWISE TO INITIATE MOMENTARY EGRESS. REVERSE ROTATION OF KEY TO REMOVE IT FROM CYLINDER. THE RED INDICATOR WILL ILLUMINATE. THE AUXILIARY LOCK (ELECTRO-MAGNET) WILL DE-ENERGIZE FOR APPROXIMATELY 5 SECONDS AND ALLOW IMMEDIATE EGRESS. THE EXIT DEVICE WILL AUTOMATICALLY RESET TO THE DELAYED EGRESS MODE WHERE THE GREEN INDICATOR WILL ILLUMINATE. THE MOMENTARY TIME DELAY IS FACTORY PRESET AT APPROXIMATELY 5 SECONDS AND IS FIELD ADJUSTABLE BETWEEN 0–30 SECONDS (SEE NOTE ABOVE).
57 PREFIX DELAYED ACTION
80 SERIES EXIT DEVICE
WIRING DIAGRAM

For installation assistance call SARGENT at 1-800-727-5477 • www.sargentlock.com

1. EXIT DEVICE, 80 SERIES 57 PREFIX DELAYED ACTION
2. ELECTROMAGNETIC LOCK, 24DC ONLY. 250 MA (1581)
3. ELECTRIC HINGE (4 WIRE MINIMUM)
4. FIRE ALARM, N.C. CONTACT (OPTIONAL)
5. FIRE ALARM RESET SWITCH, MOMENTARY N.O. CONTACT (OPTIONAL 4371)
6. POWER SUPPLY, 24VDC, 1.8 AMP. REGULATED (3510)
7. KEYSWITCH WITH TIME DELAY, N.C. CONTACT (#4284/4371LT), FOR REMOTE MOMENTARY ACCESS OPERATION (OPTIONAL)

NOTES:
— WIRES MUST BE PROTECTED FROM ABRASION
— FOR USE WITH CLASS II CIRCUITRY ONLY
— COLORS OF WIRES SHOWN ARE OF LEADS FROM THE EXIT DEVICE, NOT ELECTRIC HINGE
— OPTIONS 4 AND 5 MUST BE USED IN CONJUNCTION WITH EACH OTHER.
— WHEN OPTIONS ARE NOT USED, CONNECT TBI-6 AND TBI-7 TO TBI-8 (NEG.)
— ACTUATE FIRE ALARM RESET SWITCH 5 AFTER POWER-UP TO RESET ALARM
— CHECK LOCAL FIRE CODES FOR LOCATION OF RESET SWITCH 5

Copyright © 2009, Sargent Manufacturing Company, an ASSA ABLOY Group company. All rights reserved. Reproduction in whole or in part without the express written permission of Sargent Manufacturing Company is prohibited.