NOTES:
1. DOOR PREPARATION SHOWN FOR INSIDE OF DOOR ONLY.
2. IF OUTSIDE PULL AND/OR OUTSIDE CONTROL IS USED, SEE APPROPRIATE DOOR TEMPLATE FOR OUTSIDE DOOR PREP.
3. REINFORCE HOLLOW METAL DOORS FOR TOP, BOTTOM AND INNER CHASSIS WHERE HARDWARE IS TO BE ATTACHED.
4. SURFACE OF DOOR WHERE EXIT DEVICE IS TO BE APPLIED, MUST BE FLUSH.
5. TOLERANCE ON ALL FRACTIONAL DIMENSIONS ± 1/64".
6. SEE TEMPLATE NO. 4568 FOR ELECTROLYNX DETAILS WHEN NEEDED.
7. SEE STRIKE TEMPLATE NO. 4449 FOR STRIKES.

CENTERLINE OF RAIL
41" AFF STANDARD

MINIMUM CLEAR OPENING FOR INSERTING DEVICE
1/2" MIN
(SEE NOTE 3)

SECTION A-A
BOTTOM OF DOOR

REINFORCING PLATE
(SEE NOTE 3)

STANDARD DEVICE BACKSET 2-3/4"
ALTERNATE BACKSETS 2-3/4" MAX OR CENTER ON EXPOSED STILE
(2" MINIMUM BACKSET)

1/8" MAX GAP
ADDITION OF THRESHOLD MUST LEAVE A MINIMUM 1/8" GAP

3 X Ø .221 " .385 X 62"
2 X Ø .201 THRU 1/4-20 UNC - 2B

ADDITION OF THRESHOLD MUST LEAVE A MINIMUM 1/8" GAP