LOCATE, DRILL & TAP THESE HOLES WHEN APPLYING HARDWARE TO DOOR.

- CYL. HOLE NOT REQUIRED FOR #6-1/8" HOLE (FOR CYLINDER)
- FOR GLASS BORED DOORS, GLASS BORE CANNOT BE REMOVED. GLASS BEAD SHIM KIT AVAILABLE ON ORDER.
- SURFACE OF DOOR WHERE EXIT DEVICE IS TO BE APPLIED MUST BE FLUSH.
- SEE MASTER SHEET # 4019 FOR AREAS REQUIRING REINFORCEMENTS.
- SEE STRIKE TEMPLATE # 4001 FOR #22 HOLE 624 STRIKES AND #647 STRIKES.
- WE RECOMMEND THAT ALL TAPPED HOLES BE DRILLED AND TAPPED IN FIELD.
- TOLERANCE ON ALL DIMENSIONS ±1/64.

IF LOCK STILE IS 4 1/2" WIDE OR WIDER, DIM. IS 2 3/4".
IF LOCK STILE IS UNDER 4 1/2" DIM. IS 1/2 OF STILE.

THIS DIMENSION WILL VARY WITH STOP HEIGHT AND DOOR CLEARANCE.
(SEE ILLUSTRATION)

INSIDE FACE OF DOOR

TOP STRIKE NO. 629
1 1/8" FOR 60" MONITOR STRIKE
(SEE NOTE 8)

8700 VERTICAL ROD EXIT DEVICE ILLUSTRATED

TEMPLATE: FOR 8700 VERTICAL ROD EXIT DEVICE

RELEASE DATE 1/25/81

REVISION 4289 H

SARGENT & COMPANY
NEW HAVEN, CT 06510